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Source MN 101 initializes route cost parameters in RREQ message to zero 
and broadcasts RREQ message to nearby intermediate MANET nodes. 



Intermediate MANET node updates local Routing Table 250 so that entry for 
route from source MN 101 includes cost information from RREQ message. 



Intermediate MANET node updates the link cost parameters in RREQ 
message to include link costs for previous hop from source MN 101. 



Intermediate MANET node updates node cost parameters in RREQ message 
to include node costs for intermediate MANET node. 



Intermediate MANET node forwards updated RREQ message to neighboring 

MANET nodes. 
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When RREQ message reaches destination MN 104, destination MN node 104 
updates Routing Table 250 so that entry for route from source MN 101 
includes final link and node costs received in updated RREQ message. 
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Destination MN 104 generates RREP message, initializes RREP message 
with the final cost of forward route from source MN node 101, and initializes 
return path cost in RREP message to zero. 



Destination MN 104 transmits RREP message as unicast message back to 
source MN 101 along same route traversed by RREQ message. 
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Intermediate MANET node updates local Routing Table 250 so that entry for 
route from destination MN 104 includes cost information received in RREP 

message. 
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Intermediate MANET node updates link cost parameters in RREP message 
to include the link costs for previous hop from destination MN 104. 
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Intermediate MANET node updates node cost parameters in RREP message 
to include node costs for intermediate MANET node. 
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Intermediate MANET node forwards updated RREP message to next MANET 

node in return path. 
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When RREP message reaches source MN 101, source MN 104 updates 
Routing Table 250 so that entry for route for destination MN 104 includes 
final link and node costs received in updated RREQ message and updated 

RREP message. 
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